
SMT Client Setup V 3.42/Engineering Note - SMT Client v3.42 ReadMe.pdf


IMO Precision Controls 1/2         Application / Engineering 


 


 


 


 


Engineering & Application note 
 
 
Issue Date:   April ‘13 
 
Subject:   SMT Client v3.42 ReadMe 
 
Relevant Products: SMT Client v3.42 
 
 
                                                                                                         
Article Description 
 
SMT Client v3.42 replaces v3.36 as the latest configuration software for the iSmart. All 


existing users are recommended to upgrade to the new software, all new users should install it 


from the outset.  


 


This new version is essentially a service release; the new features are listed below. 


 
 
Article Details 
 
New Features in v3.42 


 


 New User Interface can open or create the LAD/FBD program in the start-up screen. 


 3 contact or 5 contact program can be done. The functionality can be enabled by 


choosing the option in Menu > Edit > 3-Contact / 5-Contact. 


 The RTC time can be synchronised from the PC. See the option in RTC Set. 


 RTC current value is saved in DRD9 ~ DRDF. These values include year, month, 


date, hour, minute, second and week. When iSmart is running, the RTC current value 


will be refreshed to current time. The function does not need to be set.  


 Polish and Turkish languages are included. 


 Coil Record Function is added. This function when configured with N (or M) coils 


can have a value in DRE0, equivalent to the position of N coil energised. N1 > DRE0 


=1, N0A > DRE0 = 10 etc. 


 Link Com port window will show all the available ports in the drop down. 


 


Fixes in 3.42 


 


 None 
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New Features in previous versions  


 


 A combination of pressing SEL+OK enters the real time clock set menu on the 


iSmart, then press again to return to current screen. 
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Engineering & Application Note 
 


 


Issue Date:   April ‘13 


 


Subject:   iSmart Firmware Update From v3.0-v3.6, to v3.7 


 


Relevant Products:  iSmart Main Units 


 


                                                                                                         


Article Description 


 


The firmware update tool updates the iSmart firmware from v3.0-v3.6 to v3.7 


 


 


Article Details 


 


To update the firmware follow this procedure: 


 


1) Open the update software “SMTV3_UpDate V3.72.exe”. Select the serial port in the drop 


down box. If you are programming through a USB-Serial convertor you must select the 


correct com port number for your convertor. 


 


 
          


 


2) Connect the iSmart to the PC serial port using the standard programming cable. Leave the 


iSmart power off to being with. Click “Update”. A pop-up warning box will appear as 


follows: 
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3) Click “OK” and power the iSmart, this starts the update process. If any error messages are 


shown then close the software and return to step 2. 


 


 
 


 


 


4) After approximately 90 seconds the following message will appear: 


 


 
 


 


5) Re-power the iSmart. Check the version number is correct in the RTC set screen which is 


accessed from the iSmart menu. 
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